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1M	0	1000	1500	2000	123	84	82	76	2M	0	1000	2000	3000	126	91	79	73	3M	0	500	1500	2500	116	96	78	74	4M	0	1000	2000	3000	133	98	83	77	5M	0	1000	2000	3000	126	91	92	73	Revoluções

Es[essura (µm)


6M	0	1000	2000	3000	134	95	82	76	7M	0	1500	2500	3500	137	89	80	73	8M	0	500	1500	2500	120	108	84	77	9M	0	500	1500	2500	130	109	82	79	10M	0	1000	2000	3000	130	96	85	76	Revoluções

Espessura (µm)


1M	0	1000	1500	2000	517.24	743.21	794.51	845.26	2M	0	1000	2000	3000	500.87	678.9	785.82	855.34	3M	0	500	1500	2500	545.51	651.87	799.36	842.16	4M	0	1000	2000	3000	481.28	646.73	766.63	837.4	5M	0	1000	2000	3000	504.92	701.87	789.05	864.24	Revoluções

P.E.A (Kg/m³)


6M	0	1000	2000	3000	461.79	661.68	772.68	797.89	7M	0	1500	2500	3500	466.79	701.68	780.37	831.51	8M	0	500	1500	2500	529.57000000000005	583.37	746.19	816.62	9M	0	500	1500	2500	474.69	589.54	731.83	811.77	10M	0	1000	2000	3000	487.23	655.62	753.64	845.92	Revoluções

P.e.a (Kg/m³)


1M	0	1000	1500	2000	1.93	1.35	1.26	1.18	2M	0	1000	2000	3000	2	1.47	1.27	1.17	3M	0	500	1500	2500	1.83	1.53	1.25	1.19	4M	0	1000	2000	3000	2.08	1.55	1.3	1.29	5M	0	1000	2000	3000	1.98	1.42	1.25	1.18	Revoluções

V.E.A (cm³/g)


6M	0	1000	2000	3000	2.16	1.51	1.29	1.27	7M	0	1500	2500	3500	2.14	1.43	1.28	1.2	8M	0	500	1500	2500	1.89	1.71	1.34	1.22	9M	0	500	1500	2500	2.11	1.69	1.37	1.23	10M	0	1000	2000	3000	2.0499999999999998	1.52	1.33	1.18	Revoluções

V.e.a (cm³/g)


1M	0	1000	1500	2000	20.46	50.52	55.82	62.08	2M	0	1000	2000	3000	17.98	51.7	63.74	73.989999999999995	3M	0	500	1500	2500	22.9	40.869999999999997	71.78	78.75	4M	0	1000	2000	3000	17.29	45.87	65.58	79.569999999999993	5M	0	1000	2000	3000	24.28	57.33	73.84	84.49	Revoluções

Índice de Tração (N.m/g)


6M	0	1000	2000	3000	17.45	44.36	61.5	75.91	7M	0	1500	2500	3500	19.29	55.18	69.42	67.959999999999994	8M	0	500	1500	2500	19.579999999999998	35.549999999999997	59	74.239999999999995	9M	0	500	1500	2500	19.489999999999998	38.130000000000003	62.64	77.8	10M	0	1000	2000	3000	20.81	47.22	67.77	76.25	Revoluções

índice de tração (N.m/g)


1M	0	1000	1500	2000	4.0599999999999996	9.3699999999999992	10.31	10.94	2M	0	1000	2000	3000	2.48	6.83	9.93	7.77	3M	0	500	1500	2500	2.67	7.89	9.67	7.68	4M	0	1000	2000	3000	1.02	8.01	9.1300000000000008	8.52	5M	0	1000	2000	3000	2.2000000000000002	9.1300000000000008	8.86	7.84	Revoluções

Índice de rasgo (mN.m²/g)


6M	0	1000	2000	3000	3.73	9.43	11.01	11.06	7M	0	1500	2500	3500	3.71	11.43	10.220000000000001	8.51	8M	0	500	1500	2500	5.33	7.09	10.75	11.08	9M	0	500	1500	2500	4.47	8.8800000000000008	11.11	10.77	10M	0	1000	2000	3000	4.08	8.42	9.7200000000000006	10.51	Revoluções

índice de rasgo (mN.m²/g)


1M	0	1000	1500	2000	0.77	3.12	3.95	4.32	2M	0	1000	2000	3000	0.65	2.3199999999999998	3.77	4.8499999999999996	3M	0	500	1500	2500	0.7	1.88	4.07	4.63	4M	0	1000	2000	3000	0.5	2.33	3.69	4.17	5M	0	1000	2000	3000	0.68	2.8	4.3	5.01	Revoluções

Índ. de arrebentamento (kPa.m²/g)


6M	0	1000	2000	3000	0.47	2.29	3.53	4.6399999999999997	7M	0	1500	2500	3500	0.56000000000000005	2.61	3.94	4.3899999999999997	8M	0	500	1500	2500	0.62	1.23	3.52	4.12	9M	0	500	1500	2500	0.65	1.72	3.35	4.6399999999999997	10M	0	1000	2000	3000	0.65	2.2400000000000002	3.63	4.49	Revoluções

índice de arrebentamento (kPa.m²/g)


1M	0	1000	1500	2000	0.73	9.07	34.549999999999997	113.07	2M	0	1000	2000	3000	0.59	3.15	30.59	180.09	3M	0	500	1500	2500	0.77	1.94	23.81	179.42	4M	0	1000	2000	3000	0.53	2.61	14.67	87.51	5M	0	1000	2000	3000	0.67	4.7300000000000004	36.42	195.23	Revoluções

Resistência a passagem do ar (s/100cm³)


6M	0	1000	2000	3000	0.43	2.09	18.43	98.06	7M	0	1500	2500	3500	0.55000000000000004	4.7	23.21	89.34	8M	0	500	1500	2500	0.57999999999999996	1.26	11.74	68.11	9M	0	500	1500	2500	0.52	1.51	10.58	113.16	10M	0	1000	2000	3000	0.63	2.5099999999999998	16.739999999999998	112.56	Revoluções

resistência a passagem de ar (s/100cm³)


1M	0	1000	1500	2000	79.78	73.45	70.959999999999994	67.2	2M	0	1000	2000	3000	80.040000000000006	74.02	70.040000000000006	67.19	3M	0	500	1500	2500	78.849999999999994	75.680000000000007	69.22	66.36	4M	0	1000	2000	3000	81.39	77.56	74.430000000000007	71.13	5M	0	1000	2000	3000	81.650000000000006	75.760000000000005	73.53	67.44	Revoluções

opacidade (%)


6M	0	1000	2000	3000	79.650000000000006	75	71.010000000000005	68.75	7M	0	1500	2500	3500	81.39	75.02	71.75	68.819999999999993	8M	0	500	1500	2500	81.17	78.56	72.239999999999995	68.56	9M	0	500	1500	2500	81.09	77.89	71.819999999999993	69.819999999999993	10M	0	1000	2000	3000	80.23	75.12	71.790000000000006	68.010000000000005	Revoluções

opacidade (%)


1M	0	1000	1500	2000	40.270000000000003	30.22	25.17	23.11	2M	0	1000	2000	3000	45.54	33.89	28.12	24.29	3M	0	500	1500	2500	42.05	35.82	26.83	23.76	4M	0	1000	2000	3000	45.87	36.64	30.23	26.08	5M	0	1000	2000	3000	43.14	32.4	27.08	22.21	Revoluções

Coeficiente de dispersão de luz (m2/kg)


6M	0	1000	2000	3000	44.31	34.79	29.28	25.9	7M	0	1500	2500	3500	47.83	33.64	29.38	25.54	8M	0	500	1500	2500	43.26	37.9	29.84	25.26	9M	0	500	1500	2500	44.39	37.24	29.9	25.69	10M	0	1000	2000	3000	43.65	34.32	28.03	25.29	Revoluções

coeficiente de dispersão de luz (m2/kg)


1M	0	1000	1500	2000	0	13	19	25	2M	0	1000	2000	3000	0	14	27	39	3M	0	500	1500	2500	0	6	19	32	4M	0	1000	2000	3000	0	13	35	40	5M	0	1000	2000	3000	0	13	26	38	Revoluções

CONSUMO DE ENERGIA (Wh)


6M	0	1000	2000	3000	0	12	25	38	7M	0	1500	2500	3500	0	20	32	45	8M	0	500	1500	2500	0	6	20	32	9M	0	500	1500	2500	0	6	18	51	10M	0	1000	2000	3000	0	12	25	39	Revoluções

Consumo de Energia (Wh)


1M	0	1000	1500	2000	18	31	40	51	2M	0	1000	2000	3000	17	22	39	58	3M	0	500	1500	2500	17	21	37	57	4M	0	1000	2000	3000	17	23	35	50	5M	0	1000	2000	3000	18	26	41	60	Revoluções 

Grau schoper riegler (ºSR)


6M	0	1000	2000	3000	17	24	35	52	7M	0	1500	2500	3500	18	27	39	54	8M	0	500	1500	2500	17	22	34	50	9M	0	500	1500	2500	17	21	32	51	10M	0	1000	2000	3000	18	24	36	54	Revoluções 

Grau schoper riegler (ºSR)


